
Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Matkule Ezera iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 5.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 102W 4000K ME SR1024001013SNND
Luminous flux (Luminaire): 10651 lm Maximum luminous intensities

at 70°: 656 cd/klm
at 80°: 654 cd/klm
at 90°: 24 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

Arrangement complies with glare index class D.5. 

Luminous flux (Lamps): 10651 lm
Luminaire Wattage: 102.0 W
Arrangement: Single row, bottom
Pole Distance: 39.000 m
Mounting Height (1): 9.000 m
Height: 8.955 m
Overhang (2): -6.992 m
Boom Angle (3): 15.0 °
Boom Length (4): 2.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Matkule Centra iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 5.500 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 50.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -1.000 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Kandava Abavas iela 1 / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 7.200 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 855 cd/klm
at 80°: 125 cd/klm
at 90°: 3.63 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

Arrangement complies with luminous intensity class G2. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 37.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -1.700 m
Boom Angle (3): 5.0 °
Boom Length (4): 1.500 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Kandava Abavas iela 2 / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 7.200 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 855 cd/klm
at 80°: 125 cd/klm
at 90°: 3.63 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

Arrangement complies with luminous intensity class G2. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 30.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -4.500 m
Boom Angle (3): 5.0 °
Boom Length (4): 1.500 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Kandava Priežu iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 5.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 59 W T3 SR0594005013SNDD
Luminous flux (Luminaire): 6372 lm Maximum luminous intensities

at 70°: 567 cd/klm
at 80°: 59 cd/klm
at 90°: 1.66 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 6372 lm
Luminaire Wattage: 59.0 W
Arrangement: Single row, bottom
Pole Distance: 31.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): 0.000 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Kandava Valtera iela 1 / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 4.500 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 30.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -3.000 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Kandava Valtera iela 2 / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 4.500 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 30.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -5.000 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Zante Meldru iela (1 gaismeklis) / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 3.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 30.000 m
Mounting Height (1): 8.000 m
Height: 7.953 m
Overhang (2): 0.200 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Zante Druviņu iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 6.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 44.000 m
Mounting Height (1): 8.000 m
Height: 7.953 m
Overhang (2): 0.200 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Zante Dārza iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 4.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 778 cd/klm
at 80°: 412 cd/klm
at 90°: 3.71 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 44.000 m
Mounting Height (1): 8.000 m
Height: 7.953 m
Overhang (2): 0.500 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Zante Priežu iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 4.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 59 W T3 SR0594005013SNDD
Luminous flux (Luminaire): 6372 lm Maximum luminous intensities

at 70°: 567 cd/klm
at 80°: 59 cd/klm
at 90°: 1.66 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 6372 lm
Luminaire Wattage: 59.0 W
Arrangement: Single row, bottom
Pole Distance: 36.000 m
Mounting Height (1): 8.000 m
Height: 7.953 m
Overhang (2): 0.500 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Matkule Ezera iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 5.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 102W 4000K ME SR1024001013SNND
Luminous flux (Luminaire): 10651 lm Maximum luminous intensities

at 70°: 656 cd/klm
at 80°: 654 cd/klm
at 90°: 24 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

Arrangement complies with glare index class D.5. 

Luminous flux (Lamps): 10651 lm
Luminaire Wattage: 102.0 W
Arrangement: Single row, bottom
Pole Distance: 39.000 m
Mounting Height (1): 9.000 m
Height: 8.955 m
Overhang (2): -6.992 m
Boom Angle (3): 15.0 °
Boom Length (4): 2.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Matkule Centra iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 5.500 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 50.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -1.000 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Kandava Abavas iela 1 / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 7.200 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 855 cd/klm
at 80°: 125 cd/klm
at 90°: 3.63 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

Arrangement complies with luminous intensity class G2. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 37.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -1.700 m
Boom Angle (3): 5.0 °
Boom Length (4): 1.500 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Kandava Abavas iela 2 / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 7.200 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 855 cd/klm
at 80°: 125 cd/klm
at 90°: 3.63 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

Arrangement complies with luminous intensity class G2. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 30.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -4.500 m
Boom Angle (3): 5.0 °
Boom Length (4): 1.500 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Kandava Priežu iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 5.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 59 W T3 SR0594005013SNDD
Luminous flux (Luminaire): 6372 lm Maximum luminous intensities

at 70°: 567 cd/klm
at 80°: 59 cd/klm
at 90°: 1.66 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 6372 lm
Luminaire Wattage: 59.0 W
Arrangement: Single row, bottom
Pole Distance: 31.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): 0.000 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Kandava Valtera iela 1 / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 4.500 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 30.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -3.000 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Kandava Valtera iela 2 / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 4.500 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 30.000 m
Mounting Height (1): 9.000 m
Height: 8.953 m
Overhang (2): -5.000 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Zante Meldru iela (1 gaismeklis) / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 3.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 30.000 m
Mounting Height (1): 8.000 m
Height: 7.953 m
Overhang (2): 0.200 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Zante Druviņu iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 6.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 834 cd/klm
at 80°: 39 cd/klm
at 90°: 1.45 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 44.000 m
Mounting Height (1): 8.000 m
Height: 7.953 m
Overhang (2): 0.200 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Zante Dārza iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 4.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 75W 4000K ME SR0754001013SNND
Luminous flux (Luminaire): 8280 lm Maximum luminous intensities

at 70°: 778 cd/klm
at 80°: 412 cd/klm
at 90°: 3.71 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 8280 lm
Luminaire Wattage: 75.0 W
Arrangement: Single row, bottom
Pole Distance: 44.000 m
Mounting Height (1): 8.000 m
Height: 7.953 m
Overhang (2): 0.500 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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Kandava KPFI

27.04.2015

Operator
Telephone

Fax
e-Mail

Dimm Zante Priežu iela / Planning data

Street Profile

Light loss factor: 0.80

Roadway 1 (Width: 4.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070) 

Luminaire Arrangements

Luminaire: VIZULO STORK 59 W T3 SR0594005013SNDD
Luminous flux (Luminaire): 6372 lm Maximum luminous intensities

at 70°: 567 cd/klm
at 80°: 59 cd/klm
at 90°: 1.66 cd/klm
Any direction forming the specified angle from the downward vertical, with the 

luminaire installed for use.

No luminous intensities above 95°. 
Arrangement complies with luminous intensity class G3. 
Arrangement complies with glare index class D.6. 

Luminous flux (Lamps): 6372 lm
Luminaire Wattage: 59.0 W
Arrangement: Single row, bottom
Pole Distance: 36.000 m
Mounting Height (1): 8.000 m
Height: 7.953 m
Overhang (2): 0.500 m
Boom Angle (3): 0.0 °
Boom Length (4): 1.000 m
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